
Software Release Notice 
 

System: WGS      Release: WGS 4.5.4A Patch 
Date: February 4, 2003 
 
 
Modification Description: 

�� Adds 10-second pad to recorder stop times.       
 
 
Files Affected: 

�� recsch 
 
 
Hardware Requirements: 
N/A 
 
 
Validation Procedures: 
 
Validation of the NASA 4.5.4 software is conducted by performing all the actions needed for 
performing automated recording on Sony tapes.   
 
 
Known Bugs or Limitations: 
 
 
Installation Procedure: 
 
Copy the executable recsch in rel4.5.4/bin to recsch.nopad.  Copy the program recsch, located 
on the patch4, into the rel4.5.4/bin directory.  Thus replacing the program already in the 
rel4.5.4/bin directory. 
 
 
Activation Procedure: 
 
Install procedure above for release 4.5.4. 
 
 
Reversion Procedure: 
 
Copy the executable recsch in the rel4.5.4/bin directory to recsch.new.  Copy the program 
recsch.nopad to recsch.   
 
 
Documentation Affected: 
N/A 
 
 
Comments: 
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Approval: 
 
The software modifications described in this release notice has been validated and accepted. 
 
Software 
Technical Lead:       Date: 
 
 
SERB Approved:       Date: 
 
 
CM Approved:        Date: 
 
Operations 
Approval to Install:       Date: 
 
 
Installed By:        Date: 
 
 
Testing Approved:       Date: 
 
Operations 
Acceptance:        Date: 
 
 
 


